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1"

SECTION C-C

PLANPLAN

END POST SECTION

POST BRACKET

LIGHT FIXTURE HANGER

SECTION D-D

ELEVATION

END POST
ELEVATION

INTERMEDIATE POST

TUBULAR HANDRAIL BRACKET DETAILS

SIDE VIEW

INSIDE CORNER

ALTERNATIVE 1 ALTERNATIVE 2

CORNER POST DETAILS

OUTSIDE CORNER

8"

1" 3" 3" 1"

�  1/2 " X  3/4 " HOLE SLOTTED HORIZONTALLY

AND  3/8 " ` HEX HEAD BOLTS. PROVIDE

HEX HEAD NUT AND LOCK WASHER

PROVIDE Galv PIPE  3/4  Std SHIM, Tot 2

PROVIDE  1/4 " FOR EXPANSION @ 16’-0" Max OR 

MATCH DECK AND WALL JOINT WIDTH,

INCREASE SLEEVE LENGTH CORRESPONDINGLY

CHAIN LINK FABRIC

5
"

@ END POST WITH CONDUIT

 1/2 " ` HEX HEAD CAP SCREW

´  5/16 "

L 3 1/2  x 2 1/2  x  1/4 

 TACK WELD  1/2 " HEX NUT

WIDE POST BRACKET

´  5/16 " X 2"

 3/8 " SELF-TAPPING SCREW

1"

5"

1"

5
"

G

3" 3"

14 Ga x 2 1/2 " x 3"

Galv SHEET METAL

COVER. SECURE TO

TUBE WITH 4-  1/8 " 

SELF TAPPING SCREWS

L 4 x 4 x  1/4 

2" X 2" HANDHOLE IN

STRUCTURAL TUBE

1 1/4 " RIGID STEEL CONDUIT

CHASE NIPPLE

COUPLING

WIRE GROUNDED TO POST

1" CONDUIT

 3/8 " HEX HEAD BOLT

WITH PLAIN WASHER

2 1/2 "

 SLOTTED HOLE

 1/2 " x  3/4 "

 5/8 " x 1  1/4 "

SLOTTED HOLE IN ANGLE

GROUNDING BUSHING

2 3/4 "

Max

 5/8 " ` HOLE

1 1/4 " ` CONDUIT

1 7/8 " ` HOLE FOR

2 
1/

2 
"

´  3/16 "

2 1/4 "¨

CAP ´ OR DRILL AND TAP CAP ´

TACK WELD  3/8 " HEX HEAD NUT TO 
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 3/16 " CAP ´

1 7/8 " ` HOLE IN POST FOR

1 1/4 " ` RIGID STEEL CONDUIT

*

L 4 x 4 x  1/4 

FLUORESCENT

LIGHT FIXTURE

AIM � FIXTURE TO

CENTER OF WALKWAY

5
"
 M

in

LIGHT FIXTURE

TRIM ANGLE @

1 
1/

2 
"

L 2 1/2  x 2 1/2  x  1/4 

´  1/4 " x 6" 

FIXTURE HANGER
CUT FABRIC AT LIGHT

@ 18 C-C, Max

SCREWS WITH LOCK WASHER

 1/4 " ` HEX HEAD SELF-TAPPING

1 1/4 "

 1/2 "

WITH LOCK WASHER @ 12 C-C, Max

 3/8 " ` HEX HEAD SELF-TAPPING SCREWS

L 2 1/2  x 2 1/2  x  1/4 

L 4 x 4 x  1/4 

END POST NOT SHOWN

GRIND CORNERS SMOOTH

BAR  3/4 "

3
"

3 
1/

2 
"R

=1 1/2 "

5"

PROVIDE HEX HEAD NUT

 1/2 " ` HEX HEAD BOLTS

AND LOCK WASHER

ON OUTSIDE FACE

 1/4 " ` SELF-TAPPING SCREW

SECURE ONE SIDE WITH

12 Ga ´ BENT THUS

6" SLEEVE FORMED FROM

CAP ´  3/16 " 

 3/16 " VENT HOLE

AT CAP END

SEE NOTE 13

´  5/16 " x 2" x 6"

 5/8 " X 1" HOLES SLOTTED VERTICALLY

POST POST

1
"

4
"

6
"

1
"

1 1/4 " CONDUIT

L 4 x 4 x  1/4 

G

2" X 2" HANDHOLE

L 3 1/2  x 2 1/2  x  1/4 
@ 18 C-C, Max

SCREWS WITH LOCK WASHER

 1/4 " ` HEX HEAD SELF-TAPPING

1 1/4 " CONDUIT

G

"SECTION C-C"

SEE "END POST SECTION" AND

OF POST.  FOR DETAILS NOT SHOWN

PLACE 2" X 2" HANDHOLE ON OUTSIDE

1 1/4 " ` CONDUIT

 7 Ga TENSION WIRE

CHAIN LINK RAILING TYPE 7L

DETAILS NO. 2

3" = 1’-0"

1 1/2 " = 1’-0"

6" = 1’-0"

6" = 1’-0"

6" = 1’-0"

3" = 1’-0"

6" = 1’-0"

xs16-210-2

       

SEE NOTE 10
ON "DETAILS
NO. 1" SHEET

TS 2 x 2 x  3/16  

TS 1 1/2  x 1 1/2  x  1/8  

TS 2 x 2 x  3/16 

TS 3 x 2 x  3/16 

TS 3 x 2 x  3/16  

TS 5 x 2 x  3/16 

TS 3 x 3 x  3/16 

TS 1 1/2  x 1 1/2  x  1/8 

TS 3 x 2 x  5/16 
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